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Dear Mr. Bruner: 
 

From March 5 to May 4, 2012, inspectors from the New York State Department of Public Service 
(NYSDPS) and the Connecticut Department of Energy and Environmental Protection, acting as agents for 
the Pipeline and Hazardous Materials Safety Administration (PHMSA), and representatives of the 
Pipeline and Hazardous Materials Safety Administration (PHMSA), Office of Pipeline Safety (OPS), 
pursuant to Chapter 601 of 49 United States Code conducted an integrated inspection of Iroquois Gas 
Corporation’s (Iroquois) assets in Connecticut and New York.  
 
As a result of the inspection, it appears that you have committed a probable violation of the Pipeline 
Safety Regulations, Title 49, Code of Federal Regulations.  The item inspected and the probable violation 
is: 
 
1. §192.465 External corrosion control:  Monitoring.    

          

(a) Each pipeline that is under cathodic protection must be tested at least once each calendar 

year, but with intervals not exceeding 15 months, to determine whether the cathodic protection 

meets the requirements of §192.463. . . 

(d)  Each operator shall take prompt remedial action to correct any deficiencies indicated by 

the monitoring. 
 
Iroquois failed to take prompt remedial action to correct deficiencies indicated by its external corrosion 
control monitoring (annual cathodic protection survey).    
 
During the inspection, PHMSA inspectors reviewed the annual cathodic protection survey records for the 
Southern New York area from valve MLV-34 to valve MLV-35.  The PHMSA inspectors observed that 
three locations along the pipeline indicated low cathodic protection (CP) under the requirement of 
§192.463.  Iroquois’ pipe-to-soil voltages were less negative than -0.85 volts for more than one inspection 
interval, as shown below. 
 
 
                    




