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Dear Mr. Collier: 
 

From October 15, 2012 through April 10, 2014, representatives of the Pipeline and Hazardous Materials 
Safety Administration (PHMSA), Office of Pipeline Safety (OPS), pursuant to Chapter 601 of 49 United 
States Code inspected Buckeye Partners, L.P.’s (Buckeye) hazardous liquid pipeline facility in Linden, 
New Jersey. 
 
On the basis of the inspection, PHMSA has identified the apparent inadequacy found within 
Buckeye’s plans or procedures, as described below: 

 
1. §195.402  Procedural manual for operations, maintenance, and emergencies. (a)… 

(c) Maintenance and normal operations.  The manual required by paragraph (a) of this 
section must include procedures for the following to provide safety during maintenance and 
normal operations: 
(3) Operating, maintaining, and repairing the pipeline system in accordance with each of 
the requirements of this subpart and subpart H of this part. 

 

Buckeye’s written procedures in its Operation and Maintenance (O&M) Manual for overpressure safety 
devices, as specifically outlined in §195.428, were inadequate.  The procedures did not provide sufficient 
guidance on how to document relief valve inspections. 

During the inspection, PHMSA reviewed Buckeye Procedure F-33 Pressure Limiting & Control Devices 
dated 12/2011 and the equipment maintenance records for Work Orders 716739 / 636113 / 796836 / 
716667 / 796769 / and 636205.  Section 2.2.6 of the Buckeye procedure required recording the “cracking 
pressure” on the Work Order, however the Work Orders did not have “cracking pressure” annotated as a 
data field on the form.  PHMSA asked several Buckeye employees what “cracking pressure” meant and 
how they document it.   




