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Public Page Section-

This project is aimed at advancing the JENTEK MWM-Array technology to provide quantitative
characterization of corrosion and mechanical damage. This includes characterization through
coatings/insulation; followed by higher resolution imaging with coatings/insulation removed. For
mechanical damage, quantitative characterization includes geometric variations and multidirectional
residual stresses (near the surface and deeper within the pipeline). In addition, this program will
develop capability to detect cracks at damage sites. For corrosion, enhanced high resolution imaging
of both external and internal corrosion will be developed for specific applications to support life
management decisions. This team will build on demonstrated MWM-Array (and MR-MWM-Array)
detection capabilities to deliver substantially enhanced characterization of damage and practical
means for implementation. This technology has been successfully applied in the aerospace and
manufacturing industries and provides substantially improved performance for imaging surface and
buried damage through coatings and for curved surfaces compared to conventional NDE methods.

During the first period of this program: (i) we have started testing of modified sensor arrays and
next generation scanning fixtures, along with enhanced procedures for characterization of
mechanical damage and welds; (ii) performed field demonstrations to inspect for corrosion through
insulation; (iii) tested the low frequency sensor array with modified measurement methods to
enhance low frequency performance; (iv) presented an update on our accomplishments at the ASNT
Fall 2010 conference and Chevron NDE Forum in Houston as well as the IPC 2010 Conference in
Calgary, Canada. The point of contact for this program is David Jablonski (jentek@shore.net, 781-
642-9666).

General Information required on all Public Quarterly Reports

Results and Conclusions:

This section summarizes progress made in this program. This project is aimed at advancing the
JENTEK MWM-Array technology to provide quantitative characterization of corrosion and
mechanical damage. This contract is complemented by funding from Chevron, and other
sources.



Progress has been made in a number of areas:

Demonstration Measurements — Mechanical Damage: Several measurements were
performed on two cylindrical pipe sections with external mechanical damage. .These
measurements included high-resolution lift-off and permeability scans with three
different MWM-Array sensors to obtain better estimation of depth profiles as well as
better estimation of the residual stress distributions in and around the flaw regions.
Demonstration Measurements — Welds: Preliminary scans have been performed on
several weld samples. We are in the process of refining our calibration and measurement
procedures.

Low frequency measurement capability: A second low frequency sensor array was
fabricated and we continued low frequency measurement procedures development
efforts.

Plans for Future Activity:

1.

(98]

Work with PRCI to obtain additional mechanical damage samples and independent data
on defect profiles.

Develop scanning techniques for mechanical damage imaging in the field.

Continue adapting instrumentation to support low frequency measurements.

Continue to adapt procedures for weld inspection.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


